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TURKEY'S FIRST PALLETIZING ROBOT

Parcel and Package Transportat�on Plate Stack�ng

Presents

Dealersh�p and Integratorsh�p w�ll be g�ven.

DOĞUS KALIP METAL VE FORM SANAYİ DIŞ TİC. A.Ş.
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Bas�c Appl�cat�ons
Pallet�z�ng, Pallet Unload�ng, Mater�al Handl�ng, Plate Sort�ng, Pa�nt�ng

Features
Carry�ng Capac�ty                                         130 kg 

Reach                                                           2.50 m 

Number of Axes                                            4 + 1
Protect�on                                                     IP65, Ip67
Assembly                                                     Ground

                                                     S�ngle BoardKontrolör 
ntegrated Power S�gnal Source                   Opt�onal
Integrated A�r Supply                                   Opt�onal

Phys�cally
Robot Base D�mens�ons                              750 x 750 mm
Robot We�ght                                               950 kg

Performance
Pos�t�on Repeatab�l�ty                                  0.20 mm
Path Repeatab�l�ty                                        0.20 mm

Movement 
Ax�s Movements                  Eng�ne Informat�on            Operat�ng Range                 Max.Speed
Ax�s 1                                             3 Kw                               +165° & -165°                          85°/s
Ax�s 2                                             7,5 Kw                            +50°   & -66°                            90°/s
Ax�s 3                                             7,5 Kw                            +54°   & -65°                           115°/s 

Ax�s 4                                             1 Kw                               +360° & -360°                         315°/s 

Ax�s 5  (Opt�onal)                           1 Kw                                +85°   & -10°                           315°/s 

Electr�cal Connect�ons
Ma�n Feed                                           3x230 +/- 480 VAC 
Ma�ns Voltage Asymmetry                  +/- 3 % 
Max. Frequency                                  50 - 60 Hz +/-10 %
Power consumpt�on                            up to 22kw

Env�ronmental Cond�t�ons
Perm�ss�ble env�ronment                    -15 °C to +45 °C, up to 1000 m above sea level
Operat�ng temperature                         Max 155°C �n w�nd�ng
Storage Temperature                          -30°C to +70°C
Relat�ve A�r Hum�d�ty                            1 10% to 95% (unreg�stered))
V�brat�on res�stance                             3M7 Class accord�ng to EN 60721-3-3
No�se Level                                          3M7 Class accord�ng to EN 60721-3-3

Secur�ty
Double slot c�rcu�t for emergency stop and s�ngle slot for safety door and 3-po�nt pass sw�tch are ava�lable.
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